
LUMINA 

 

Technical specification 

 

 

Operating panel  

Buttons - 

Icons Y 

  

Beverages (12) Espresso, Espresso with Milk, 

Ristretto, Americano,Americano 

with Milk, Double Eespresso 

Latte, Latte Machiatto, 

Cappuccino Italy, Cappuccino 

Choco, Choccolaccino,  Hot 

Chocolate, Hot Water 

  

Digital display  Y 

LCD Y 

Touch 10,1” 

  

Technical Data  

Dimensions (width x height x depth) (mm) 400x800x500 

Weight (kg) 40 

Energy label AA+ 

Connection/rated power 230V~ 50/60Hz 2400W 

Boiler 1 

Boiler capacity (l) 2,2 

Coffee spout height standard (mm) 180 

  

Canisters  

Number of canisters 3  

Canister capacity (g)  

Water - 

coffee beans ~ 1500 g 

Instant coffee - 



Milk ~ 2000 g 

Chocolate ~ 2000 g 

Tea - 

  

(Hot) water supply  

water connection Y 

Water pressure max. 16 bar 

External water tank Optional 

  

Colour 1 standard design or alternative 

branding on the brushed stainless 

steel body 

  

Features  

Microprocess controll Y 

Wifi&Ethernet connectivity   Y 

Ultra-low energy consumption Y 

Automatic cleaning programme Y 

Lockable  Y 

Mixermotor nr. 1 

standby function Y 

Smart boiler technology Y 

professional adjustable ceramic grinder Y 

Grinding time (sec/dose) 2 

Waste tray/waste coffee drawer Y 

with sensor Y 

Drip tray Y 

Adjustable tamper pressure programmable 

Adjustable drink temperature programmable 

Changeable drink adjustments   Programmable 

Cup sensor Y 

LED lightning at cup holder Y 

IR sensor Y 

Tm-on telemetry Y 

RFID kit Y 

Rotary vane pump Y 

Patented brewing group Y 

  

Accessories  

Payment system optional 
coin mechanism optional 
coin reader optional 
bank note reader optional 
change giver optional 
credit card&chip system            optional 

  

  



Delivery capacity (cups/hour)  

Espresso  ( 35 ml) Cca. 120 cups 

Latte Machiatto ( 290 ml) Cca. 80 cups 
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